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(3) The fire-main system must be op-
erated, and the pressure checked at the
remotest and highest outlets. Each fire
hose must be subjected to a test pres-
sure, equivalent either to the maximal
pressure to which it may be subjected
in service or to 690 kPa (100 psi), which-
ever is greater.

(4) All systems for detecting smoke
and fire, including sensors and alarms,
must be inspected and tested.

§ 132.360 Fire axes.
(a) Each vessel of less than 100 gross

tons must carry one fire axe.
(b) Each vessel of 100 or more gross

tons must carry two fire axes.
(c) Each fire axe must be so placed as

to be readily available in an emer-
gency.

(d) Each fire axe must be so placed in
the open or behind glass that it is read-
ily visible, except that, if the enclosure
is marked in compliance with § 131.830
of this subchapter, the axe may be
placed in an enclosure together with
the fire hose.

§ 132.370 Added requirements for fixed
independent and portable tanks.

(a) When carrying fixed independent
tanks on deck or portable tanks in
compliance with § 125.110 of this sub-
chapter, each vessel must also comply
with §§ 98.30–37 and 98.30–39 of this chap-
ter.

(b) When carrying portable tanks in
compliance with § 125.120 of this sub-
chapter, each vessel must also comply
with 49 CFR 176.315.
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Subpart A—General

§ 133.03 Relationship to international
standards.

This subpart and subpart B of this
part are based on Chapter III, SOLAS.
Section numbers in this subpart and
subpart B of this part are generally re-
lated to the regulation numbers in
Chapter III, SOLAS, but paragraph des-
ignations are not related to the num-
bering in Chapter III, SOLAS. To find
the corresponding Chapter III, SOLAS
regulation for this subpart and subpart
B of this part, beginning with § 133.10,
divide the section number following
the decimal point by 10.

§ 133.07 Additional equipment and re-
quirements.

The OCMI may require an OSV to
carry specialized or additional lifesav-
ing equipment other than as required
in this part if the OCMI determines
that the conditions of a voyage present
uniquely hazardous circumstances
which are not adequately addressed by
existing requirements.

§ 133.09 Equivalents.
When this part requires a particular

fitting, material, or lifesaving appli-
ance or arrangement, the Commandant
(G–MSE) may accept any other fitting,
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